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High torque, high 
efficiency motor

Hybrid start

MS150-46EMS150-46E

18 " HYBRID STARTER
PETROL LAWN MOWER
• Powerful 3.5 hp / 2.7 kW, 150 cc 4-stroke petrol engine
• 46 cm cutting width
• Suitable for gardens up to 1000 m²
• Equipped with professional gearbox for high torque, high performance  

and a long service life
• Integrated cutting-deck cleaning function with water connection
• Robust 55 L collection box with level indicator
• Foldable handle allows easy storage and transportation
• Integrated side and rear ejection and mulching function  

for professional results
• Easy mowing thanks to self propulsion
• Central cutting height adjustment, 8 levels (25 – 75 mm)
• QE5 low-emission engine
• Hybrid starter system
• Includes 20 V Scheppach IXES 2 Ah battery and 2.4 A battery charger

SPECIFICATIONS
Dimensions L x W x H 1580 x 540 x 1060/1130 mm
Engine displacement 150 cc
Input 2.7 kW / 3.5 HP
Cutting width max. 46 cm
Cutting heights 25 – 75 mm
Deck Steel 
Collection box capacity 55 L

LOGISTICAL DATA
Weight net / gross 27.1 / 31.5 kg
Packaging dimensions 890 x 565 x 380 mm
Article number 5911244903
Barcode 4046664080756
20 Container 174 pcs
40 Container 360 pcs
40 HQ Container 420 pcs

46 cm

• Auto- choke  
(no priming needed)

• No pull-start needed
• Lithium battery
• Manual and electric start  

possible

Advantages of
HYBRID START
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 Mowing
 Collecting
 Mulching
 Side ejection
 Deck washout 
port

 Hybrid start
 Self-propelled

SELF-
PROPELLED

Foldable
handle

Large collection 
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Large wheels;   
ball-bearing mounted

Lawn area

1000 m²
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EXAMPLES OF USE
SUITABLE FOR

MS150-46EMS150-46E SELF-
PROPELLED

PRODUCT DETAILS
Lawn area Cutting height and width

55 l collector Easy clean 

150 cm³, 3,5 PS 
 Engine power

Hybrid start

1000 m²
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8 cutting hights

25 – 75 mm

Mowing Collecting Mulching

The wheel drive provides perfect support 
during mowing – especially for steeper lawns.

Easy Clean - cleaning function 
with water connection.

The side ejector can be easily attached/
detached if needed.

The central cutting height adjustment 
is in 8 steps from 25 to 75 mm. 

Thanks to the foldable handle, the lawn mower can be 
transported easily and without taking up much space. 

Steel  
housing

Self-propelled

Side ejection

Handle can be  
folded twice


